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DMM 8008
 • Excellent audio performance with 24 bit converters coupled 
with 48kHz sample rate

 • 8 Mic/Line inputs, 8 outputs with full matrix mixing, 3 band 
parametric equalization and Low/High pass filters per input 
channel

 • 5 band parametric equalization per output channel; each 
band can be switched to peaking, Low/High shelving with 
variable Q response

 • Crossover filters with slopes from 6dB/Octave up to 24dB/
Octave including Butterworth, Bessel, Linkwitz-Riley

 • Gain control, Noise Gate, Feedback eliminator (Mic input only) 
per input channel

 • Each output features a precision dynamic range controller 
composed of a Peak Limiter and a RMS Compressor with 
selectable ratio and variable knee

 • Automixing functions include: Configurable NOM attenuation, 
Gain sharing algorithm, Priority Ducking

 • Adjustable Delay time up to 380mS per output channel
 • Front panel interactive LCD display for local access and 
configuration

 • Front panel 6-led status indicators per In/Out channel
 • 8 front knobs available for Mic input Gain control
 • 4 input contacts for additional 4 preset selections with priority 
configuration

 • 4 digital output ports for triggering external devices
 • Simultaneous control up to 32 units via PC software - iPad®
 • Security lockout
 • TCP/IP, RS 485 and USB connection for remote controls

Via
RS 485 / TCP-IP / USB
PC software for system 
design and real time 
control.

3 AVAILABLE MODE  TO MANAGE  THE DMM 8008

Via TCP-IP
Free software application 
available for iPad®.

Via RS 485
Optional Wall Control 
Panel WP 8008 
configurable for global 
or single zone control.

Model DMM 8008

AUDIO

Analog Output 8 electronically balanced (Mic - Line - Unbalanced)

Uscite Analogiche 8 electronically balanced

Maximum Input Level Line: +14dBu; Mic: -20/0dBu (+6dBu unbalanced)

Mic Input Gain 34dB (22dB analog, 12dB digital)

Maximum Output Level +14dBu

THD+N 0.005% at 1kHz 0dBu

S/N >104dBA

Frequency Response 20Hz-20kHz +/-1dB

AD & DA Converters 4 x AK5385B 24bit, 1 x Ak4358 24bit (48kHz)

Phantom Power 48Vdc

DSP & PROCESSING

DSP Engine Dream SAM3716, 24bit (data) x 96bit (coeff.)

DSP Resolution 24 x 32 bit for filtering process; 96bits resolution on intermediate 
computation results 

Input Equalization
3-band parametric selected as peaking or Low/High shelving with 
variable Q per input channel 
Low/High pass 1st order filter per input channel 

Output Equalization 5-band parametric EQ selected as peaking or Low/High shelving with 
variable Q per output channel

Filter Gain From -12dBu up to +12dBu by 0.5dBu resolution steps

Center Frequency Selectable with a 1/24th of octave resolution step from 20Hz up to 
20kHz

Filter Q/BW Q from 0.4 up to 10 by 0.1 resolution steps

Crossover Section  
HPF/LPF

Butterworth 6/12/18/24dB per octave
Bussel, Linkwitz-Riley and custom 12/24dB per octave
Filter resolution 1/24th of octave

RMS Compressor and Peak 
Limiter

Threshold from 14dBu up to -34dBu
Attack time from 5ms up to 200ms (1ms resolution up to 20ms, 10ms 
resolution up to 100ms and 20ms resolution up to 200ms)
Release time from 0.1 sec up to 3 sec (0.1 sec resolution)
Ratio from 1:1 to 32:1 (compressor only)
Adjustable soft or hard knee (compressor only)

Delay 380,998 ms 21 us increment/decrement steps per output channel only

Feedback Eliminator Pitch shifting algorithm only for Mic input channels

Automixing Functions NOM attenuation, Gain sharing algorithm and priority ducking 
processing

GENERAL

Device Presets 6 user presets + 4 by using S1-S4 digital input ports

Front Panel

2 x 24 character LCD display with white/blue LED backlight
6-LED status indicators (Line, Mic, Mute I/O, Signal, Clip,Limiter)
1-LED indicator Phantom power
6 x front push button (Preset recall, Setup)
USB type B connector

Rear Panel

2 x 12 pin Phoenix connector (Mic/Line inputs)
2 x 12 pin Phoenix connector (Line outputs)
2 x 4 pin Phoenix connector (S1-S4 digital input ports - TTL level 0-5V)
2 x 4 pin Phoenix connector (S1-S4 digital output ports - TTL level 0-5V)
2 x RJ45 for RS485 In/Out connection
1 x RJ45 with activity leds for Ethernet connection (10/100 TCP-IP)
IEC C13 16A connector; power on/off switch

Optional Device FBT WP8008 wall panel control

Included Software PC users interface; Free app. for iPad®

Main AC 90-240Vac (50/60Hz) - 40W

Dimensions 19” x 1.75” x 9” ( 483 x 44 x 229mm ) - 1RU

Weight, Net/Shipping 7.71lbs (3.5kg) / 8.82lbs (4kg)
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Digital Loudspeaker Management
DLM26

Features superb audio quality with premium hi-end AKM5392 
24bit A/D converters and AKM 4396 24bit D/A converters, carefully 
optimized double precision signal processing coupled with 24bit 
conversion ensure a dynamic range >110dB The unit can work in 
STANDARD MODE or in DCL MODE. The first mode permits to 
configure the crossover in 2x2 way + SUB, 2x3 way or 6way, the 
input L, R, L+R are freely assignable to each output.
In DCL mode the unit can be configured in 3ch DCL, 2ch DCL + 
2ch standard, 1ch DCL + 4ch standard. DCL mode means double 
compressor limiter, each DCL channel have a double band limiter 
and compressor with assignable LO/HI split frequency.
Each input has 5 fully configurable filters, a delay of 288.66ms 
max in step of 6.8us, gain.
Each output has 4 fully configurable filters, a delay of 288.66ms 
max in step of 6.8us, gain, phase, LO-pass/Hi-pass crossover 

from 6 to 24db/Oct with standard or custom Q, RMS compressor 
with soft knee and peak limiter.
The 2 input levels are displayed by rows of 6 level LED + 1 clip 
LED, the 6 output levels are displayed by rows of 5 level LED + 1 
clip LED + 1 Limiter LED. The unit has 2 analog inputs, a stereo 
digital SPDIF input, and 6 analog outputs. Linking functions 
between inputs and linking functions between outputs are 
available.
The Pc SW for the remote control via RS485 or USB is allowing 
to connect in net up to 32 units and is allowing to control full 
parameters of the processor, to show the phase of the filter 
setting and to adjust graphically the RMS compressor and the 
Peak limiter. The comprehensive standard specification also 
include up to 64 memories with security lockout and two 
password level settings.

THE DLM26 IS A DSP BASED 2 INPUT X 6 OUTPUT DIGITAL 
LOUDSPEAKER MANAGEMENT PROCESSOR, IDEALLY 
SUITED FOR FIXED INSTALLATIONS AND LIVE EVENTS
It combines the functions of a multitude of conventional products in a compact 1U unit 
with extensive PC remote control capabilities.
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DLM26
Digital Loudspeaker Management

Special features:
 • Hi-pass/Lo-pass/Shelving custom Q second 
order filters

 • RMS compressor and PEAK limiter on each 
output channel with time constant and 
algorithm optimized for speaker thermal and 
mechanical protection while maximizing the 
output with no audible distortion

 • Input channel L, R or L + R freely assignable to 
each output channel

 • Double Compressor Limiter Mode (DCL) with 
two band RMS compressor and Peak limiter 
with adjustable HP / LP split frequency and 
separate parameter adj. 
This is an exclusive and very useful feature in 
general purpose digital processors

 • ALL PASS first and second order filters useful 
for Cardioid SUB configurations, very precise 
phase crossover alignment, special pattern 
control array, alignment between different 
speakers and systems

PC software screenshots

Rear panel

Inputs / Outputs XLR balanced +20dbu max level

Total memories 64

THD+N 0.001% at 1kHz 0dBu

S/N >110dB

Frequency Response 20Hz - 20kHz @ -0.5db

A/D and D/A
Resolution 24bits

Filters (5 each in/out)

Type Peaking EQ, Hi-Shelv 1/2/Q, Lo-Shelv 1/2/Q, HPF 1/2/Q, LPF 
1/2/Q, All Pass 1/2 , Band pass, Notch

Orders symmetrical Bell or High/Low Shelving up to second order

Filter gain -15dBu / +15dBu by 0.5dBu resolution steps

Centre frequency selectable with a 1/24th of octave resolution steps 20Hz / 
20kHz

Filter Q/BW Q from 0.05 up to 3 by 0.05 resolution steps

Compressors

Threshold:  -10 / 20dbu

Ratio: 1:1 / 32:1

Soft Knee: 0 / 100%

 Attack Time: 10ms / 4s

 Release Time: 0.1 / 3s

Limiters

Threshold: -10 / +20dbu

Attack time: 2ms / 50ms

 Release Time: 20ms / 200ms

High pass and Low Pass 
Filters

From 1st order (Butterworth -6dB/Oct) up to 4th Order (But-
terworth, Linkwitz or Bessel -24dB/Oct), Custom Q

Filter’s setting step: 1/24th of octave

Maximum Delay: 288.66ms by 6.8us increment/decrement step, on each Input 
and Output channel

Net Dimensions (WxHxD) mm
inch

480 x 40 x 220 - 19” (1U rack)
18.8x1.5x8 - 19" (1U rack)

Net Wheight:  Kg
Lb

2.8
6.1

Transport Dimensions 
(WxHxD)

mm
inch

530x100x310
20.8x3.9x12.2

Transport Weight  Kg
Lb

3.9
8.6

Voltage 90 - 240Vac 50/60Hz

Power 30VA
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Power Amplifiers
AX Series

TOUR TOUGH BUILT, SLEEK DESIGN, 
IMPRESSIVE SPECS, EXCELLENT COST 
PER WATT PERFORMANCE, EFFICIENT 
UNDER ANY APPLICATION



89

The AX series consists in four 2HU rack mount models, from 
800 to 3000 watts, all designed with sophisticated power 
amp circuits for improved quality, stability and reliability, all 
equipped with Stereo-Parallel-Bridge operation mode, dB 
sensitivity switch (26-29-32dB), limiter, ground lift, XLR/Jack 
inputs (plus extra RCA input on AX 800), Speakon/Binding 
posts outputs. 

APPLICATIONS
Amplification for live sound reinforcement speaker systems in 
clubs, discos, piano bar, conference halls, houses of worship, 
sports arenas, schools, theatres, mobile D.J. use, recording 
studio monitors, foreground music reproduction, etc.

With these credentials, FBT proudly presents the new AX series of power 
amplifiers, the perfect power mates for sound reinforcement speaker systems. 

Model AX 800 AX 1200 AX 2000 AX 3000

Both channels driven 
Stereo Continuous  
8ohm /Impulsive

1%THD
Wrms 230/250 340/350 630/650 880/650

Both channels driven  
Stereo Continuous 
4ohm /Impulsive

1%THD
Wrms 350/400 460/600 840/1000 1300/1500

Bridge 8ohm
Continuous / Impulsive W RMS 700/800 920/1200 1680/2000 2600/3000

Frequency Response @-1dB 20Hz-40kHz 20Hz-40kHz 20Hz-40kHz 20Hz-40kHz

Class W AB H - 2 step H - 2 step H - 2 step

Signal to noise ratio A weight >100dB >100dB >100dB >100dB

THD 50% Pmax < 0,03% < 0,03% < 0,03% < 0,03%

Damping factor > 400 > 400 > 400 > 230

Input Impedance ohm 20k balanced 20k balanced 20k balanced 20k balanced

Protections Short circuit 
/ Thermal

Short circuit
/ Thermal

Short circuit 
/ Thermal

Short circuit 
/ Thermal

Power Supply 120 or 230 Vac
50/60Hz

120 or 230 Vac
50/60Hz

120 or 230 Vac
50/60Hz

120 or 230 Vac
50/60Hz

Power Consumption 1000 VA 1300 VA 2400 VA 3600 VA

Connectors
IN: XRL/Jack
OUT: Speakon/
Binding post

IN: XRL/Jack
OUT: Speakon/
Binding post

IN: XRL/Jack
OUT: Speakon/
Binding post

IN: XRL/Jack
OUT: Speakon

Dimensions (WxHxD) mm
inch

482x88x290
19x3.5x11.4

482x88x290
19x3.5x11.4

482x88x290
19x3.5x11.4

482x88x290
19x3.5x11.4
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Mitus Nylon Cover MT-C 215 MT-C 152 V 67 MT-C 114 V 66 V 70
36063 

Mitus 215

36062 

Mitus 152

33831 

Mitus 115
Mitus 115A

37932 

Mitus 114
Mitus 114A

33830 

Mitus 112
Mitus 112A

33834

Mitus 210M
Mitus 210MA

MT-C 218 MT-CH 218 V 69 MT-CH 121 V 68 MT-CH 118
36064 

Mitus 218S
Mitus 218SA

37066 

Mitus 218S
Mitus 218SA 
with wheels

33833 

Mitus 121S
Mitus 121SA

37067 

Mitus 121S 
Mitus 121SA
with wheels

33832 

Mitus 118S
Mitus 118SA

37068 

Mitus 118S 
Mitus 118SA
with wheels 

Flying bar MT-F 206 MT-F 212 Joint bar MT-J 206 Metal base MT-B 206 Cluster MT-S 206 
31805 

Mitus 206LA/L

31804 

Mitus 212FSA/FS

31806 

Mitus 212FSA/FS 
with  
Mitus 206LA/L

to ground 
206LA/L  
array or  
stack on  
SUB 118SA/S  
or 121SA/S

31888 

Mitus 206 on  
Mitus 118 or  
Mitus 121
Mitus 206LA
Mitus 118SA/S
Mitus 1121SA/S

bracket for 2 
Mitus 206LA 
mounted on 
Mitus 212FSA

33324 

Mitus 206LA/L

Flight-case FK 206-6 FK 206-4 FK 206-2 FK 212-2 FK 210-2 FK 121-1 FK 118-1
33933

Mitus 206LA/L
for 6

34911

Mitus 206LA/L
for 4

33931

Mitus 206LA/L
for 2

33931

Mitus 212FSA
for 2

34719

Mitus 210M/MA
for 2

34690

Mitus 121S/SA
for 1 

33932

Mitus 118S/SA
for 1

4 wheels kit KBW-1004S
with brake
100mm ø

25197 

Mitus 218S/SA
Mitus 118S/SA
Mitus 121S/SA
Mitus 118FS/FSA

ACCESSORIES

Muse Rain MS-C 210 Flying bar MS-F 210 Trolley MS-T 210 Metal MS-J 210 Pin lock set MS-P 210 KIT Flight-case MS-FK 210
cover 39340 

Muse 210

38834 

Muse 210

38886 

Muse 210 x 4
Bracket
to fix 
MS-F 210 
to 
Subline 
218/
Mitus 218

39401 

Muse 210
(4pcs box) 38861 

Muse 210

39675 

Muse 210 x2
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QA Flying bar HSA 108 Wooden WT-108 Joint bar SS 108 Metal Base MMH-108 Trolley WD118S
34633 

QA 108A
QA 108

trolley 34723 

QA 108A
QA 108

34722 

QA 108A/108
QA 118SA/118S

34562 

QA 108A
QA 108

with  
wheels

27897 

QA 108A
QA 108

 

Modus Flying bar MD-F SAT MD-F SUB Trolley MD-T 48 MD-T 118 MD-T SUB Stand base MD-B MD-WB
25391 

Modus 4805
Modus 4820
Modus 118

26214 

Modus 215

38887 

Modus 4805 
Modus 4820
x 2

38888 

Modus 118 x 2

25394

Modus 215 x 2

25393

Modus 4805
Modus 4820

29309

Modus 4805
Modus 4820
on Modus 118
Modus 215

QSA Flying bar HSA 600 Wooden WMA 112 Adjustable SS 112 Trolley WD 112 WD 118S
37998 

QSA 112.0A
QSA 112.0
QSA 118SA

support 29198 

QSA 112.0A
on QSA 118SA

pole 29198 

QSA 112.0A
on QSA 118SA

with  
wheels

27896 

QSA 112/112A

27897 

QSA 118/118SA

Shadow Flying bar SW-F 142
36350 

SHADOW 142 L

Vertus Nylon VT-C 604 VT-C 114 VT-C 59 VT-C 208 Speaker VT-S 30 406 VT-S 0 406 Flying bar VT-F 406 Joint bar VT-J 406
cover 36122 

Vertus  
CLA 604

37145 

Vertus  
VT-SC 114

37146 

Vertus 
VT-SC 59

36123 

Vertus
CLA 208

stand 39903 

Vertus 
CLA 406A

39904 39905

Vertus 
CLA 406A

39906
Vertus  
CLA 118SA
with 
Vertus 
CLA 406A

Stand VT-S 604/W Directional VT-DS 604/W Directional VT-W 604/W Stand VT-SC59 604/W Stand VT-SC114 604/W Pin Lock VT-P 604 Kit 
adapter 
ø 35mm

35723 Black
37044 White

Vertus CLA 604A

stand 
adapter

37053 Black
37054  White

Vertus CLA 604A

wall 
mount 
bracket

35722 Black
37043 White

Vertus CLA 604A

column
h 59cm

36879 Black
36883 White

Vertus CLA 604A

column
h 114cm

37041 Black
37042 White

Vertus CLA 604A

4 pezzi 36964

Vertus 
CLA 604

ACCESSORIES

Muse Rain MS-C 210 Flying bar MS-F 210 Trolley MS-T 210 Metal MS-J 210 Pin lock set MS-P 210 KIT Flight-case MS-FK 210
cover 39340 

Muse 210

38834 

Muse 210

38886 

Muse 210 x 4
Bracket
to fix 
MS-F 210 
to 
Subline 
218/
Mitus 218

39401 

Muse 210
(4pcs box) 38861 

Muse 210

39675 

Muse 210 x2
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Archon Wall metal AC-U 115H AC-U 112H AC-U 110H Wall metal AC-U 115V AC-U 112V AC-U 110V
bracket to mount in 
horizontal position

36328

Archon 115

36327

Archon 112

36326

Archon 110
bracket to mount in 
vertical position

36331

Archon 115

36330

Archon 112

36329

Archon 110

Directional AC-W 568 AC-W 568W
wall metal bracket 36987

Archon 106
Archon 108

37330

Archon 106
Archon 108

Subline Nylon SL-C 218S SL-CH 218S V 72 SL-CH 18S
cover 38897

Subline 218SA

38898

Subline 218SA  
with wheels

34721

Subline 18SA

37051

Subline 18SA 
with wheels

4 wheels kit KBW-1004S
with brake
100mm ø

25197

Subline 218SA

StageMaxX Nylon SM-C 12 Wall metal SM-U 12W Metal SM-S 12
cover 36065

StageMaxX 12Ma
bracket to mount in 
horizontal position

36066 Black
36735 White

StageMaxX 12Ma

bracket with 
top-hat  
speaker stand 
socket

37099

StageMaxX 12Ma 
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ACCESSORIES Tripod MSA 300BK MSA 310BK MSA 325BK
AVAILABLE
FOR ALL
PRODUCTS

speaker stand 39326 39327 39328

Microphone MSA 100BK MSA 200BK MSA 180BK KMS 400BK KDT 500BK
stand 39321 39322 39323 32882 32883

Telescopic MSA 210BK MSA 220BK
speaker pole 39329 39330

Speaker MSA BAG
stands bag 39331
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PROFESSIONAL CABLES

NC3FXX Balanced Signal XMF-05 XMF-1 XMF-2 XMF-3 XMF-6

NC3MXX Cables 39728 39729 39730 39731 39732

Lenght 0.5mt Lenght 1mt Lenght 2mt Lenght 3mt Lenght 6mt

XMF-10 XMF-15 XMF-20 XMF-30
39733 39734 39735 39736

Lenght 10mt Lenght 15mt Lenght 20mt Lenght 30mt

PowerCON PMF-05 PMF-1 PMF-2
TRUE1
NAC3MX 
NAC3FX

39409 39408 37893

Lenght 0.5mt Lenght 1mt Lenght 2mt

PowerCON PMF-05 UL PMF-1 UL PMF-2 UL
TRUE1
NAC3MX 
NAC3FX
(UL series)

39651 39652 39653

Lenght 0.5mt Lenght 1mt Lenght 2mt

PowerCON PAB-025 UL PAB-05 UL PAB-1 UL PAB-2 UL
NAC3FCA 
NAC3FCB

39658 39657 36642 37303

Lenght 0.25mt Lenght 0.5mt Lenght 1mt Lenght 2mt

PowerCON PAB-025 PAB-05 PAB-1 PAB-2
NAC3FCA 
NAC3FCB
(UL series)

36645 36644 36643 37892

Lenght 0.25mt Lenght 0.5mt Lenght 1mt Lenght 2mt

SpeakON SP4-025 SP4-05 SP4-2 SP4-10 SP4-20

NL4FX 39754 39755 39756 39757 39758

Lenght 0.25mt Lenght 0.5mt Lenght 2mt Lenght 10mt Lenght 20mt

NL4MMX Lockable 4 pole speakON adapter
39772
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PROFESSIONAL CABLES

Professional FBT M222
Microphone Cable 33022

Professional FBT M234
Microphone Cable 33023

Professional FBT M322
Microphone Cable 33024

Professional FBT S275 FBT S225 FBT S240 FBT S425 FBT S440
Speaker Cable 33025 33028 33029 33030 33031

Cable Display FDSY-1
33060

Tube DTB-55
to accomodate  
Cable Drum

33105

Display hook DHK-25
to Accomodate 
Assembled cables

33106

CONNECTORS

NC3FXX NC3MXX NAC3MX NAC3FX NAC3FCA NAC3FCB NL4FX
39726 39727 37662 37661 20132 20134 39908

3 pole XLR female 
cable connector

3 pole XLR male cable 
connector

PowerCON TRUE1 male 
cable connector

PowerCON TRUE1 
female cable  
connector

PowerCON cable 
connector

PowerCON cable 
connector

SpeakON 4 pole cable 
connector
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Italian style, expert research and industrial 
design. FBT is where form and function meet.
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